
HOW TO:
INSTALL THE OBU ONE DEVICE 
ON YOUR OWN 

http://www.obu1.ro


Installing an OBU device on your vehicle(s) can seem like an 
intimidating task, but it can be accomplished with a little preparation 
and a few easy-to-follow steps. 

While doing-it-yourself can be fun, please put safety first. We’re here 
to help, if you have any questions or curiosities. 

     support@safefleet.eu                +40 310 052 886     

http://www.obu1.eu


Know your device

Top view

Bottom view
(without cover)

Figure 1. Device view
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Pinout

PIN NUMBER
1

2

PIN NAME
VCC (10-30) V DC (+)

GND (-)

DESCRIPTION
(Red)  Power supply (+10-30 V DC)

(Black) Ground

Figure 2. Pinout
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Mounting recommendations
1. Device fastening
     ♦ Locate the battery in your vehicle. If present, remove the battery cover to access  
 battery terminals.
     ♦ There is a double sided tape on the back of the device (Figure 3), use it to attach  
 the device on the battery, so that the GNSS antenna and LED indicators are facing  
 up (Figure 4).
2. Connecting power wire (red)
     ♦ Device power wire is designed to be directly connected to the positive terminal  
 fastener of the vehicle battery (Figure 4).
3. Connecting ground wire (black)
     ♦ Device ground wire is designed to be directly connected to the negative terminal  
 fastener of the vehicle battery (Figure 4).

Installing your device

Figure 3. Double sided tape on the back

Figure 4. Example of device mounting
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Installing your device

4. Wait until device LED indicators start blinking.

5. If the LED indicators are blinking properly, the device installation is complete. 

BEHAVIOUR

NAVIGATION LED INDICATIONS

Permanently switched on

Blinking every second

MEANING
GNSS signal is not received 
Normal mode, GNSS is working

Permanently switched on

Blinking every secondBlinking every second

GNSS signal is not received

Normal mode, GNSS is workingNormal mode, GNSS is working

Blinking fast constantly

BEHAVIOUR

STATUS LED INDICATIONS

Blinking every secondBlinking every second

Blinking every two seconds

MEANING
Normal modeNormal mode 
Sleep mode

Device is not working or Device is in boot mode

Blinking fast for a short time Modem activity
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For additional information on your installation, please email us at support@safefleet.eu 
or call us at +40 310 052 886. We are here to help!

www.obu1.eu

YOU DID IT!
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